INSTALLATION
OF THE
TRAP MACHINE AND PUMP

Place the trap machine in the trap house with the front of the machine as close as possible
to the front wall. The platform which the trap machine sits on pust be level. See Diagram
2. If necessary, the turret may be removed from the machine to place the trap into the
house. Please refer to the directions below.

The trap is to be set off center of the trap house. See Diagram 2

Measure and mark the center of the trap house. The front of the base is marked with a
scratched line at 10” in from the left — facing the front of the machine. Set the machine so
that this line is now at the center of the trap house. The base of the trap machine should
be set at 41’ minimum from the ceiling; however, a setting of approximately 43” is best
for loading targets.

Holes are provided in the corners of the base to screw down/secure your machine.

The pump reservoir is filled at the factory.

Place the pump on the floor — on the left side of the trap house. See Diagram 2

If not already connected, connect the quick release fittings from the hydraulic hoses to the
front of the trap machine; slide back the outer sleeve of the female fitting while pushing
onto the male fitting. Allow the female sleeve to slide forward to lock. Gently tug on the
connections to check that they are securely fastened. See Diagram S

To hold the hydraulic hoses in position, clamp to the rear side of the machine
approximately 3 feet (of hose) from the quick release fittings. Hoses must be positioned so

they do not rub against each other (or the wall of the trap house) when oscillating. See
Diagram 6
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