REPLACEMENT OF
OSCILLATION CYLINDER

TOOLS: 9/16” wrench (ratchet or speedy wrench will help), 13 mm or %2” wrench, 5/8” and

10.

11/16 wrenches (or adjustables)

Stand back, release the throw arm and turn off the machine.
Loosen the cylinder bar bolts with a 9/16” wrench.

Remove the cylinder rod-end using a 13mm or ’2” wrench on the milled end of the rod
and a 9/16” wrench on the rod-end bolt. (Do not lose the bushings or bushing caps.)

Remove the cylinder bar bolts
Now that the cylinder is free, remove the hoses.
When putting on the new cylinder, first secure the cylinder to the cylinder bar.

Tighten the rod-end bolt to the cylinder rod, making sure that the bushings and bushing
caps are in place.

Make sure that the cylinder bar bolts are tight.

Connect the hoses. When tightening, make sure that the hoses are turned slightly away
from the frame of the machine. This is done so that the hoses won’t rub against the
machine when at the extreme left and right angle limits.

After installing the new cylinder, turn on the machine. Put the Auto/Manual switch into
the manual position. Push the left button and run the cylinder to the end. Push the right
button and run the cylinder to the end. Now the air is out of the cylinder. Move the
cylinder back to center and begin normal operation.

41 Rev. 12/02


















