TURNING YOUR PAT-TRAP® MACHINE “ON”

8 Push the Pump Motor toggle switch up to the ON position. See Diagram 11.

IMPORTANT: Turn the motor switch ON firsz so that the hydraulic system is
pressurized to prevent any air from entering the system. Allow the pump to warm up the
hydraulic oil before operating the machine. In warm weather this will not matter.
Colder temperatures may cause the throw arm to cycle repeatedly if the hydraulic oil is
not warm. Please refer to the section: Cold Weather Adjustment Temperature/Release
Time.

2 Push the On/Off/Release toggle switch up to the ON position.

TURNING THE PAT-TRAP® MACHINE “OFF”

1 Standing outside and to the side of the trap house; push the On/Off/Release toggle switch
all the way down to release and then let go . The trap will throw the target and not cock
the spring.

2. Push the Motor toggle switch dowrn to the OFF position.

LOADING THE MACHINE
The PAT-TRAP® machine holds four (4) full cases of clay targets.
Never attempt to load the clay targets without first releasing the trap machine.
Leave the On/Off/Release switch in the Release position. If the machine’s target stalls are empty
or the targets are below the rollers, load all the turret stalls except those in front of the rollers.

Use the clutch to advance the turret until the target drops through the hole and the stalls ahead
can be filled. Remove the dropped target from the machine, then fill the empty target stalls.

IMPORTANT

NEVER STAND IN FRONT OF A TRAP MACHINE. THE TRAP MACHINE MUST BE
TURNED OFF AND THE SPRING RELEASED BEFORE ENTERING THE TRAP HOUSE.
NEVER ATTEMPT TO MAKE ANY ADJUSTMENT WHEN THE THROW ARM IS
COCKED.
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(Diagram 11)
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